Release Ro. 976
May 25, 1951

Type 6083
Reforence Cavity

The 5089 45 a fized frequency, transmissioca typse, vacuum sealed, reference
cavity for ues ot 9280 megacycles es a frequency deternining reference,

Electrical Data = Geasral

Rosonant Frequoncy 9280 Ne
Loaded Q 2100
Insertion Lons at Rogonsnt Fraquerncy 5 o

Mecheaicsl Data - Gensral

Can bes Presgarized

Anblent Teupercturs Renge -lo 8o +100 °C
Hot Weight (approximately} 3/u 1v,
Hountirg Position Any
Cutline Drawinz Nuuber 60159

Meximum 3etinps
Ineidsnt Penk Pover 5 ZXuw

Eleotrical and Mechanicsl Data vith Limite

Chang» in Resancnt Freqnency sith Vibre-

tion 10 g. +0r - .1l Mo max,
Chango in Resoaent Froquency -sith Pressure

fron atmospaerde to 125 mn of morcury or

to X atmospheres. + or - .15 Mc max,
Change irc Resonant Frequency with Tempore-

ture fron Roow Temporature to -MO°C or

+ 100tC, +or-,3 He max.
Change in Resoasnt Prequency due to
mechanical cresp. + 07,5 JNcoax
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WESTINGHOUSE ELECTRIC CORPORATION
Bloamfield, New Jersey



