
Preliminary data 

PENTODE «ith variable-mu for R.P., 1.F., or L.F.-
amplification 

R ATOl A.C/D.C.acriea supply 
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V61 = -1,4 -17 -2,5 -28 -3 -34 V 
Ia - 3,3 - 6 - 7,2 - mA 
Ig2 = 1 1,7 2 mA 
S - 1900 19 2200 22 2300 23 yyll
RI = 0,8 > 10 1 ~1 0 1 »10 kdl 
pg2g1 = 18 - 143 - 18 - 
Re q = 7 - 6,5 - 5,5 - k!L 

LIIdITI 

Vf 12,6V 
If - 0,100 A 

Cagl < 0,002 pP 
Ca 8,0 pP 
Cp,l 4,7 pP 
Cglf < • O,CS PP 

Vao = max. 550 V 
Va = max. 250 V 
Wa max. 2 W 
Vg2o max. 550 V 
Vg? (Im I mA) max. 250 V 
V6: (Ix = 7,2 mA) - max. 150 V 

Ik1 max. 010 mA 
Vgl (Igl + 0,3 YA) = max. —1,3 V 
Bilk = max. 3 Md1 
cfk = max. 20 k.n. 
Vfk = max. 150 V 

Electrode arrangement, electrode connectiona and max. 
dimeneione in mm. 
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